
MATERIALS

Knife - 4000UGX
Scissors- 1,000UGX

Rubber - Starting from 20,000UGX 
Plastic tubing- 1,000UGX/metre

Wood Glue- 10,000  - 15,000UGX  
Needles- 500UGX
Roll of thread - 500UGX

Leather 1x1 metre - 10,000UGX 
Beads- 5000UGX/colour/bag

Pen-  UGX
Glue brush - UGX
Lid for beads - UGX

Cover one side with 
wood glue. Let it rest for 
5 minutes.

Carefully use the 
knife to cut it out. 

Measure and draw 
the strap outline 
onto the rubber.
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Creating the foot holder straps1

After rest, stick the glued side to 
the underside of the leather. Use 
the knife to trim the strap. 
Repeat to create two of Strap A 
and once more to make Strap B.

A) Make two identical 
rubber straps 
covered in brown 
leather to �t around 
the foot and 
B) a narrower rubber 
strap of equal length, 
covered in black 
leather, to �t 
between the toes. 

Align the straps as shown, leather side facing up, rubber 
side facing down. Sew them together securely.

Sew the straps to create the foot holder2
Draw the �ower’s outline onto 
the back of the black leather. 
Cut it out. Use it to trace a copy. 
Repeat to make two identical 
leather �owers. 

Pierce the underside of the leather so the needle 
comes through the front of the design. For this design, 
thread 3 beads onto the needle, then pierce and 
thread the leather to create the �rst band of colour. 
Continue until you have the pattern shown. 

Pour the beads you 
need into the lid of a 
jar, to make it easy to 
thread them quickly. 
Thread the needle. 

Create the decorative �ower3

Apply wood glue 
to the back of both 
�owers from Step 
3. After 5 minutes 
rest, glue them as 
shown. Cut a piece 
of plastic tubing 
and pull it onto 
strap 1B (to go 
between the toes) 
leaving extra. 
Repeat Steps 1-4 to 
create an identical 
foot holder.

Glue the �owers to the foot holder4

5 Create the soles and their linings

Using the method shown in Step 1, trace and cut out two mirrored 
rubber soles and their matching leather linings.

Mark and then cut slits 
into the liner for the 
holder’s traps to �t 
through. Apply wood 
glue to the straps and 
rubber sole as shown. 
After 5 minutes rest, join 
the glued sides and 
smooth them together. 
Trim the excess liner 
leather once the glue 
has dried. Repeat this 
step for a �nished pair 
of sandals.

Join the foot holder, liner and sole together6
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